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Installation Instructions for Duracork / Underlayment Cork applied directly to walls

Prepare Wall:  All surfaces must be structurally sound, smooth, clean and dry.

Prepare Cork:  Cork should be at room temperature for 24 hours prior to installation.  When at all possible unroll, and lay flat on floor or other flat surface overnight before attempting to install.  This will help the cork to lay flat.

Cutting Cork:  Lay cork face up on top of protective floor covering to avoid any cutting damage to floor.  Cut with razor sharp utility knife, using metal straight edge for guide.


Note:  If cork is fitting tight against side walls, cabinets etc, it should 


 be cut slightly oversized to give tight fit at edges.

Installation:  Recommended adhesive is TA-122 Linoleum paste or any quality hard setting linoleum paste.  Mark location of installation onto wall and trowel paste onto wall with 3/16” vee notched trowel.  100% coverage is required.  Approximate spread rate is 1 gallon per 100 square feet over smooth surfaces.  Lift cork and place onto wall pressing into paste.



Note:  On longer lengths to facilitate handling cork may be loosely rolled 



  inside out and applied to the wall starting at one end and unrolling



  as you go.  Caution when rolling as above cork may shrink slightly 



  in length an allowance for during cutting must be made.  Do not



  roll into small diameter as this may cause face to wrinkle.

Check installation periodically for 2 to 3 hours for any air bubbles or any areas loosening from wall until paste is set.

